
Riverside Avenue Analytical Summary for MAEL Report 36197 

SE1837 UST 1 
Waste Codes Applied:  D001 (40°C) 
 
SE1837 UST 2 
Waste Codes Applied:  D001 (60°C) 
 
SE1837 UST 3 
Waste Codes Applied:  D001 (40°C) 
 
SE1837 UST 4 
Waste Codes Applied:  D001 (50°C) 
 
SE1837 UST 5 
Waste Codes Applied:  D001 (50°C) 
 
SE1837 UST 6 
Waste Codes Applied:  D001 (30°C) 
 
SE1837 UST 7 
Waste Codes Applied:  D018 (Benzene TCLP levels are at 0.980 mg/L where the limit is 0.5 mg/L) 
 
SE1837 UST 8 
Waste Codes Applied:  None 
 
SE1837 UST 9 
Waste Codes Applied:  None 
4‐methyl‐2‐pentanone (MIBK) will be a Underlying Hazardous Constituent at 66.2 mg/L as the treatment 
standard is 33 mg/L 
 
SE1837 UST 10 
Waste Codes Applied:  D001 (40°C) 
 
SE1837 Bldg 7 Basement 
Waste Codes Applied:  None 
 
SE1837 UST Soil 
Waste Codes Applied:  None 
 


